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~~ W€ only partner with the best

Dash Cams Amazing
EV Charging Cables

EV Portable Chargers

Fast Charge Jump Starters

Lithium Professional Jump Starters
Ceramic Bulb Holders

Digital Autostop Tyre Inflators

EV Cable Ramp Covers

*All prices include VAT Prices correct at the time of printing (June 2022).



RBHO003
H4 ceramic bulb connector. Cable rating of 8.2A. 130mm
cable, with straight cable exit. Suitable for multiple voltages.

Product dimensions (mm): HXWxD 21 x 27 x 24
Weight (kg) 0.028

&

RBHO004
H4 ceramic bulb connector. Cable rating of 8.2A. 130mm
cable, with angled cable exit. Suitable for multiple voltages.

Product dimensions (mm): HXWxD 20 x 27 x 22
Weight (kg) 0.026

RBHO005
H7 ceramic bulb connector. Cable rating of 8.2A. 130mm
cable, with straight cable exit. Suitable for multiple voltages.

Product dimensions (mm): HXWxD 14 x 20 x 24
Weight (kg) 0.018

RBHO006
H7 ceramic bulb connector. Cable rating of 8.2A. 130mm
cable, with angled cable exit. Suitable for multiple voltages.

Product dimensions (mm): HXWxD 16 x 23 x 20
Weight (kg) 0.018

RBHO007
H11 ceramic bulb connector. Cable rating of 8.2A. 130mm
cable, with straight cable exit. Suitable for multiple voltages.

Product dimensions (mm): HxXWxD 17 x 32 x 31
Weight (kg) 0.022
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RPPL260 RPPL360

Intelligent battery clamps

‘ UsBto = TypeCto =

Storage case Type C cable Type C cable
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RPPL700

The Ring RPPL700 Lithium Professional Jump
Starter is ideal for petrol vehicles up to 8.0L and
diesel vehicles up to 6.0L, such as commercial
vehicles, cars, 4x4s, vans, motorcycles and boats.

With a has a tough build and rubber moulding it is
75% lighter than an equivalent lead acid jump
starter, making it more mobile and ideal for being
used frequently in a workshop.

Under normal conditions, with a fully functioning
alternator, if the jump starter is fully charged before
use, leaving the clamps connected to the vehicle
will recharge the jump starter from the vehicle
alternator in around 60 seconds.

Mains docking station included.

Lithium professional charger with 1500
Peak Amps

Up to 8.0L petrol vehicles

Up to 6.0L diesel vehicles

75% lighter than an equivalent lead acid
jump starter

Multiple safety protections

Tough build with rubber moulding
Rapid recharge

Product dimensions (mm):

HxWxD 196 x 210 x 285

Weight (kg) 3.938 Voltage 12.8V
Wattage 8960W  Amps Output 700A

RECHARGEABLE LITHIUM-ION
PHOSPHATE BATTERY
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With LED Light

RTC450

The RTC450 Digital Auto-Stop Tyre Inflator makes tyre maintenance fast and easy. The
multi-functional inflator can inflate a 13" tyre from completely flat in just 3.5 minutes, features a
bright LED light, (located on the side) so that it can be used in darker conditions and a 3 piece
adaptor kit for bikes and small inflatables.

The 3m 12V DC power cable and 50cm kink free air hose means it is more than capable of
reaching around your average-sized vehicle. To store the inflator, simply wind up the power cable
in the back of the tyre inflator and fold the air hose away into the side. The clear, back lit digital
screen makes it easy to see and set the required pressure.

The RTC450 Digital Auto-Stop Tyre Inflator is simple to use and set; simply select the pressure
measurement (psi, BAR or kPA) use the +/- buttons to set the pressure you require, then press
the large on/off button. The auto-stop function ensures that the device will stop inflating the tyre
when the required pressure is met, and the screw valve connector ensures a secure fit and
pressure accuracy.

The RTC450 is also suitable to be used on bikes and small inflatable items, thanks to the 3 piece

adaptor kit included.
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EV Cable Ramp Covers

Anti-trip and heavy
duty protection

TRAILING CABLES

Hinged panel for access
to run two cables through
the ramp

Interiocking design
to create chain for
longer applications

Protect your charging cable from wear and tear or damage with the Ring Cable Ramp. Has two
channels for running cables through and can be driven over without damaging the cables inside.

Ideal when more than one car uses a driveway or have to charge your cable out to a vehicle parked
on the roadside. Also acts as an anti-trip device for pedestrians.

Solid tough construction that can withstand 2 tons of weight, protecting the cables inside
Hinged top panel allows easy access to run two cables through the ramp

Anti-slip top cover so pedestrians don't fall or slip when walking over it

Interlocking design to create a chain or run to cover the full length of the cable being used
Bright yellow colour so other road users can see it clearly

Product dimensions (mm): HXWxD 40 x 240 x 986  Weight (kg) 4.532
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Ring Smart Dash Cameras and Ring Connect work
together so you can drive in complete confidence

RING Smart Dash Cameras will capture the street in front or even behind you, while RING
Connect will download, securely store and, if needed, make sharing footage easy.

And, should the worst happens and you have a crash the cameras gather crucial evidence so
you don't need to worry.

A Dash Cam could help protect you from insurance fraud and, in some cases, it can even save
you money on your insurance by reducing your premium.

The new range of dash cameras from RING not only work with RING Connect for quick access
and storage of vital video content but include great features including:

Smart phone integration - the camera simply sends video to your smartphone

All footage is full HD - so will record every detail in crystal clear clarity, including
registration numbers

All our cameras come with a parking mode - so if someone hits you car in the carpark
they will turn on and record the incident - giving you peace of mind when you are away
from the car

We have a solution for front and rear view - covering more of your car and the road (our
RSDCR1000 rear view camera is only compatible with our RSDC3000 and RSDC4000
front camera models)

Our cameras are easy to install and are small and unobtrusive - so they won't block your
view

We use magnetic mounts - so your cameras are easy to remove and fit again - improving

car security overnight
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All models - G-sensor ;
to automatically save :
files in the event of
a collision

RING DASH CAM 1000 RING SMART DASH CAM

| | 2000
Video Resolution 720P 1080P §
FPS 30 30
FOV I 10 120
Screen Size 2 inch 2inch
: Magnetic Ring Patent | Magnetic Ring Patent |
Mot Type : : Iiiri;:rm:iinn;|g ) = Pendingg
Mount Fixing 3M Adhesive 3M Adhesive I
M::;:’::“d up-to 32GB up-to 32GB
Parking Mode : NO I YES I
Wi-Fi APP Connect NO YES
GPS I NO NO I

Field of View | 110° | 120°
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*Rear View

RING SMART DASH CAM RING SMART DASH CAM | RING SMART DASH CAM

3000 E 4000 R1000
1296P 1440P 1080P
30 30 30
130 140 140
2 inch Screenless Screenless
Magnetic Ring Patent Magnetic Ring Patent Siotin
Pending ' Pending '
3M Adhesive 3M Adhesive 3M Adhesive
up-to 64GB up-to 128GB N/A
YES YES NO
YES YES YES
YES YES NO
130° | 140° - 140°

*Only compatible with the
RSDC3000 and RSDC4000
front camera models
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RCC11605

Ring are making electric driving accessible to everyone! With our range of high quality, durable
products, the transition from diesel/petrol vehicles to electric vehicles will be easy. Tested to the
highest standards, such as IPE5 water resistance and IK10 impact resistance and certified to CE,
UKCA standards and independently tested by TUV test house, Ring's EV cables will give years
of charging for EV motorists.

The Ring RCC11605 Type 2 to Type 1Electric Vehicle Charging Cable is compatible with all 164, 1
Phase, Type 2 charge points.

Charge times:;

30kWh Battery - 8 hours
60kWh Battery - 16 hours
90kWh Battery - 24 hours

» Suitable with all fully electric & plug in hybrid vehicles

» Compatible with all 164 (1 phase) Type 2 charge points

» Hard wearing compact heavy duty storage case to store your cables safely and securely

* Dust proof and waterproof to IPE5 rating (when connected can be left out in all weather
conditions)

= [K10 rated, the highest impact resistance standard to withstand being dropped or run over

* Premium Quality - Made from pure copper cable for the best transfer of electrical current

* Operating temperature 40°Cto 85°C
» Type 2 (IEC 62196-2) to Type 1 (SAE J1772)

Product dimensions (mm): HxWxD Weight (kg)
362 x393 x 19 1.98
Voltage Wattage
230V 37kW
AmpsOutput

16A
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RCC21605

Ring are making electric driving accessible to everyone! With our range of high quality, durable
products, the transition from diesel/petrol vehicles to electric vehicles will be easy. Tested to the
highest standards, such as IP65 water resistance and IK10 impact resistance and certified to CE,
UKCA standards and independently tested by TUV test house, Ring's EV cables will give years
of charging for EV motorists.

The Ring RCC21605 Type 2 to Type 2 Electric Vehicle Charging Cable is compatible with all 164,
Type 2 charge points.

Charge times:

30kWh Battery - 8 hours
60kWh Battery - 16 hours
90kWh Battery - 24 hours

* Suitable with all fully electric & plug in hybrid vehicles

» Compatible with all 164 (1 phase) Type 2 charge points

* Hard wearing compact heavy duty storage case to store your cables safely and securely

= Dust proof and waterproof to IPE5 rating (when connected can be left out in all weather
conditions)

* [K10 rated, the highest impact resistance standard to withstand being dropped or run over

» Premium Quality - Made from pure copper cable for the best transfer of electrical current

* Operating temperature 40°Cto 85° C
= Type 2 (IEC 62196-2) to Type 2 (IEC 62196-2)

Product dimensions (mm): HxWxD Weight (kg)
362 x393x1N9 2.06
Voltage Wattage
230V 3.7kW
AmpsOutput

16A
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RCC23205

Ring are making electric driving accessible to everyone! With our range of high guality, durable
products, the transition from diesel/petrol vehicles to electric vehicles will be easy. Tested to the
highest standards, such as IP65 water resistance and IK10 impact resistance and certified to CE,
UKCA standards and independently tested by TUV test house, Ring's EV cables will give years
of charging for EV motorists.

The Ring RCC23205 Type 2 to Type 2 Electric Vehicle Charging Cable is compatible with all
32A, Type 2 charge points.

Charge times:

30kWh Battery - 4 hours
60kWh Battery - 8 hours
90kWh Battery - 12 hours

» Suitable with all fully electric & plug in hybrid vehicles

Compatible with all 32A (1 phase) Type 2 charge points

Hard wearing compact heavy duty storage case to store your cables safely and securely

Dust proof and waterproof to IP65 rating (when connected can be left out in all weather
conditions)

IK10 rated, the highest impact resistance standard to withstand being dropped or run over

Premium Quality - Made from pure copper cable for the best transfer of electrical current

Operating temperature -40° C to 85° C
Type 2 (IEC 62196-2) to Type 2 (IEC 62196-2)

Product dimensions (mm): HxWxD Weight (kg)
362 x 393 xNS 2726
Voltage Wattage
230V 7.4kW
AmpsOutput

32A
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RCC23P05

Ring are making electric driving accessible to everyone! With our range of high quality, durable
products, the transition from diESElprtrﬂl vehicles to electric vehicles will be easy. Tested to the
highest standards, such as IP65 water resistance and IK10 impact resistance and certified to CE,
UKCA standards and independently tested by TUV test house, Ring’s EV cables will give years
of charging for EV motorists.

The Ring RCC23P05 Type 2 to Type 2 Electric Vehicle Charging Cable is compatible with all
32A, Type 2 charge points.

Charge times:

30kWh Battery - 1.5 hours
60kWh Battery - 3 hours
90kWh Battery - 4.5 hours

Electric vehicle charging cable for electric and plug in vehicles

Compatible with all 32A (3 phase) Type 2 charge points

Hardwearing, compact and heavy duty storage case to store your cables securely

Dust proof and waterproof to IP65 rating (when connected can be left out in all weather
conditions)

IK10 rated, the highest impact resistance standard to withstand being dropped or run over

Premium Quality - Made from pure copper cable for the best transfer of electrical current

Operating temperature 40°Cto 85° C

* Type 2 (IEC 62196-2) to Type 2 (IEC 62196-2)

Product dimensions (mm): HXWxD Weight (kg)
362 x393 x 19 3.806
Voltage Wattage
480V 22kKW
AmpsOutput

32A
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RCC13205

Ring are making electric driving accessible to everyone! With our range of high quality, durable
products, the transition from diesel/petrol vehicles to electric vehicles will be easy. Tested to the
highest standards, such as IP65 water resistance and IK10 impact resistance and certified to CE,
UKCA standards and independently tested by TUV test house, Ring’s EV cables will give years
of charging for EV motorists.

The Ring RCC13205 Type 2 to Type 1 Electric Vehicle Charging Cable is compatible with all 324,
Type 2 charge points.

Charge times:

30kWh Battery - 4 hours
60kWh Battery - 8 hours
90kWh Battery - 12 hours

Suitable with all fully electric & plug in hybrid vehicles

Compatible with all 32A (1 phase) Type 2 charge points

Hard wearing compact heavy duty storage case to store your cables safely and securely

Dust proof and waterproof to IPE5 rating (when connected can be left out in all weather
conditions)

IK10 rated, the highest impact resistance standard to withstand being dropped or run over

Premium Quality - Made from pure copper cable for the best transfer of electrical current

Operating temperature -40° C to 85° C
Type 2 (IEC 62196-2) to Type 1(SAE J1772)

Product dimensions (mm): HxWxD Weight (kg)
362 x393xN9 2.752
Voltage Wattage
230V 7.4kW
AmpsOutput

32A
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RPC10A05

The Ring RPCI0ADS is a portable electric vehicle charging cable with a UK 3-pin to Type 1
connection, Our portable EV charger means you can charge your car from a regular household
mains socket, no need for a dedicated charge point. The current in the charging box can be
switched between 6/10/134 to meet all charging needs. The LCD screen shows charging
information, including length of charge and power consumption.

Supply Type Charger Rating Rated Power Charge Time (60kW
134 3kWh 20hr
104 2.3kWh 26hr

= Suitable with all fully electric & plug in hybrid vehicles

Hard wearing heavy duty storage case - Store your cables safely and securely

High guality & durable construction

Operating temperature -25° C to 45° C

UK 3 Pin Plug to Type 1{SAE J1772)

IK rated — To withstand the toughest conditions
Hi-Visibility LCD Screen

s Security Protection

* Over-voltage and Under-voltage protection

s Over-current protection

= Over-temperature protection

* Leakage protection

s Short-circuit protection

Product dimensions {mm): HxWxD Weight (kg)
320 x 434 x 100 2.494
Voltage Wattage
230V 3KW
AmpsOutput

134
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RPC20A05

Ring's RPC20A0S is a charging cable designed for use at home or wherever you have access to
a 3pin plug. Perfect if you do not have a access to a Type 2 charging station.

This model comes with a 3pin plug at one end for connecting to the mains power supply and a
Type 2 connection for EVs with Type 2 charge points. Charging current can be switched
between 6/10/13A to suit the vehicle and charge times required. LCD Screen shows charging
information, including length of charge and power consumption

Supply Type Charger Rating Rated Power Charge Time (60kWh battery)
13A 3kWh 20h
10A 2.3kWh 26h

Suitable for fully electric and plug in hybrid vehicles that have a Type 2 connection

Variable charge rate of 6/10/13A suppling a maintenance charge for long term over night
connection

Dust caps to protect against water and dirt ingress. Rated to IP65

impact resistance rated to highest level IK10 allowing the cable to withstand high impacts
levels

5m cable length to reach the vehicle charge point wherever it may be on the vehicle

Complete with storage case to keep the cables tidy and secure in the boot of the vehicle

-

Safety features - over-voltage, current, over-temperature, leakage and short circuit protection

* Hard wearing heavy duty storage case - Store your cables safely and securely

Product dimensions (mm): HxWxD Weight (kg)
320 x 437 x 91 2562
Voltage Wattage
230V 3KW
AmpsOutput

13A
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©® Arklow 0402 91444 @ Castiehar 0949044492 @ Clonakiity 023 8859950 ® Clonmel 0526124622 @ Cork, South Ring 021236 2871

® Dublin, Parkwest 014501518 ® Dungarvan 058424171 @ Ennis 065 68 20355 ©® Galway 091735 9917 ©® Kanturk 029 51250
® Kilkenny 056 77 50020 ® Limerick 061480060 @ Longford 0433345326 © Mullingar 044 93 42008 ® Nenagh 06734390

©® Roscommon 090 66 34448 @ Shannon 061708790 @ Sligo 0719150050 © Tralee 066 7122700 © Wexford 053 9171040
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*All prices include VAT Prices correct at the time of printing (June 2022).



